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Traditional wireless technologies are confronted with new
challenges in meeting the ubiquity and mobility require-
ments of cellular systems. Hostile channel characteristics and
limited bandwidths in wireless applications provide key bar-
riers that future generation systems must cope with. Ad-
vanced signal processing methods, such as

(i) the expectation-maximization (EM) algorithm,
(ii) the SAGE algorithm,
(iii) the Baum-Welch algorithm,
(iv) per-survivor processing,
(v) Kalman filters and their extensions,
(vi) hidden Markov modeling,
(vii) sequential Monte Carlo filters,
(viii) stochastic approximation algorithms,

in collaboration with inexpensive and rapid computing
power provide a promising avenue for overcoming the limi-
tations of current technologies. Applications of the advanced
signal processing algorithms mentioned above include, but
are not limited to, joint/blind/sequence detection, decod-
ing, synchronization, equalization, as well as channel estima-
tion techniques employed in advanced wireless communica-
tion systems, such as OFDM/OFDMA, space-time-frequency
coding, MIMO, CDMA, and multiuser detection in time-
and frequency-selective MIMO channels. In particular, the
development of suitable algorithms for wireless multiple-
access systems in nonstationary and interference-rich envi-
ronments presents major challenges to the system designer.

While considerable previous work has addressed many as-
pects of this problem separately, for example, single-user
channel equalization, interference suppression for multiple-
access channels, and tracking of time-varying channels, the
problem of jointly combining these impairments in wire-
less channels has only recently become significant. On the
other hand, the optimal solutions mostly cannot be imple-
mented in practice because of their prohibitively high com-
putational complexity. The statistical tools implemented by
the advanced signal processing techniques above provide
promising new routes for the design of low-complexity sig-
nal processing techniques with performance approaching the
theoretical optimum for fast and reliable communication in
the highly severe and dynamic wireless environment.

Although over the past decade such methods have been
successfully applied in a variety of communication contexts,
many technical challenges remain in emerging applications,
whose solutions will provide the bridge between the theoret-
ical potential of such techniques and their practical utility.

Key knowledge gaps here concern the following.

(i) Theoretical performance and convergence analyses of
these algorithms.

(ii) New and efficient algorithms need to be developed for
the problems mentioned above.

(iii) Computational complexity problems of these algo-
rithms when applied to on-line implementations of
some algorithms running in digital receivers must be
handled.
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(iv) Implementation of these algorithms based on batch
processing and sequential (adaptive) processing de-
pending on how the data are processed has not been
completely solved for some of the techniques men-
tioned above.

(v) Although research on sequential Monte Carlo signal
processing has only recently begun, many optimal sig-
nal processing problems found in wireless communi-
cations, such as mitigation of various types of radio-
frequency interference, tracking of fading channels, re-
solving multipath channel dispersion, space-time pro-
cessing, and exploiting coded signal structures, repre-
sent a few problems waiting to be solved under the
powerful Monte Carlo signal processing framework.

The call for papers for this issue solicited papers describ-
ing state-of-the-art research in advanced signal processing
algorithms, that is, methods and techniques specifically de-
signed for the next-generation wireless communication sys-
tems. Except for the two invited papers, the papers that fol-
low this editorial were selected on the basis of blind peer re-
view. The papers selected cover several key research topics,
and specifically, the following:

(i) EM algorithms and techniques,
(ii) sequential Monte Carlo methods,
(iii) iterative RLS techniques.

Four papers follow on the subject of EM algorithm ap-
plications. In the paper, “A receiver for differential space-
time π/2-shifted BPSK modulation based on scalar-MSDD
and the EM algorithm,” Riediger et al. address the prob-
lem of blind detection of Alamouti-type differential space-
time (ST) modulation in static Rayleigh fading channels.
They apply an iterative expectation-maximization (EM) al-
gorithm which performs joint channel estimation and se-
quence detection. To further increase receiver performance,
this algorithm uses minimummean square estimation to ob-
tain channel estimates and the maximum likelihood princi-
ple to detect the transmitted sequence, followed by differen-
tial decoding. The next paper, “The extended-window chan-
nel estimator for iterative channel-and-symbol estimation”
by Lopes and Barry, considers the application of the EM al-
gorithm to channel estimation which results in a well-known
iterative channel-and-symbol estimator (ICSE). But, since
the EM-ICSE has high complexity, and it is prone to mis-
convergence, the authors propose a novel extended-window
(EW) channel estimator for ICSE that can be used with any
soft-output symbol estimator. Therefore, the symbol estima-
tor may be chosen according to performance or complex-
ity specifications. In the third paper, “Soft-in soft-output
detection in the presence of parametric uncertainty via the
Bayesian EM algorithm,” Gallo and Vitetta investigate the ap-
plication of the Bayesian expectation-maximization (BEM)
technique to the design of soft-in soft-out (SISO) detection
algorithms for wireless communication systems operating
over channels affected by parametric uncertainty. In partic-
ular, the authors analyze the problems of SISO detection of
spread-spectrum, single-carrier, and multicarrier space-time

block-coded signals and show that BEM-based detectors per-
form close to the maximum-likelihood receivers under per-
fect channel state information as long as channel variations
are not too fast. The last paper on EM algorithms entitled “A
theoretical framework for soft-information-based synchro-
nization in iterative (turbo) receivers,” by Noels et al., is con-
cerned with turbo synchronization by an EM algorithm. The
algorithm makes use of soft-data information to estimate
parameters like carrier phase, frequency, or timing offsets
within a turbo receiver. In the paper, a general theoretical
framework for turbo synchronization is provided, which en-
ables the derivation of parameter estimation procedures for
carrier phase and frequency offsets, timing offset, and chan-
nel gain.

Sequential Monte Carlo technique with applications to
wireless communications is examined in the following two
papers. In the first paper, “Adaptive blind multiuser de-
tection over flat fast fading channels using particle filter-
ing,” Huang et al. propose a method for blind multiuser de-
tection (MUD) in synchronous systems over flat and fast
Rayleigh fading channels employing a low-complexity par-
ticle filtering and a mixture Kalman filtering technique. To
describe the dynamics of the addressed multiuser system,
they suggest a novel time-observation state-space model
(TOSSM) by adopting an autoregressive-moving-average
(ARMA) process to model the temporal correlation of
the channels. They further propose to use a more effi-
cient PF algorithm known as the stochastic M-algorithm.
In the second paper, “Blind decoding of multiple descrip-
tion codes over OFDM systems via sequential Monte Carlo,”
the authors Z. Yang et al. develop a blind soft-input soft-
output OFDM detector, which is based on the sequential
Monte Carlo method. Multiple description scalar quanti-
zation (MDSQ) is applied first to the continuous source
signal, resulting in two correlated source descriptions. The
two descriptions are then OFDM modulated and transmit-
ted through two parallel frequency-selective fading channels.
At the receiver, a blind turbo receiver is developed for joint
OFDM demodulation andMDSQ decoding. Transformation
of the extrinsic information of the two descriptions is ex-
changed between each other to improve system performance.
Finally, they also treat channel-coded systems and develop a
novel blind turbo receiver for joint demodulation, channel
decoding, and MDSQ source decoding.

The following two papers deal with efficient design of
adaptive detectors and channel estimators based on the
least mean square, the recursive least squares, and the low-
complexity minimum mean square batch estimation tech-
niques. The first paper, “Adaptive iterative soft-input
soft-output parallel decision-feedback detectors for asyn-
chronous coded DS-CDMA systems” by Zhang et al., em-
ploys adaptive algorithms in the SISO multiuser detector in
order to avoid the need for a priori information which is
essential for the optimum and many suboptimum iterative
soft-input soft-output (SISO) multiuser detectors. After de-
riving the optimum SISO parallel decision-feedback detector
for asynchronous coded DS-CDMA systems, they propose
two adaptive versions of this SISO detector, which are based
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on the normalized least mean square (NLMS) and recursive
least squares (RLS) algorithms which effectively exploit the
a priori information of coded symbols, whose soft inputs
are obtained from a bank of single-user decoders, to fur-
ther improve their convergence performance. Furthermore,
they consider how to select practical finite feedforward and
feedback filter lengths to obtain a good tradeoff between the
performance and computational complexity of the receiver.
The second paper, entitled “A low-complexity KL expansion-
based channel estimator for OFDM systems” by Şenol et
al., proposes a computationally efficient, pilot-aided linear
minimum mean square error (MMSE) batch channel esti-
mation algorithm for OFDM systems in unknown wireless
fading channels. The approach employs a convenient repre-
sentation of the discrete multipath fading channel based on
the Karhunen-Loeve (KL) orthogonal expansion and finds
MMSE estimates of the uncorrelated KL series expansion
coefficients. Based on such an expansion, no matrix inver-
sion is required in the proposed MMSE estimator. Moreover,
optimal rank reduction is achieved by exploiting the opti-
mal truncation property of the KL expansion resulting in
a smaller computational load on the estimation algorithm.
The authors then consider the stochastic Cramér-Rao bound
and derive a closed-form expression for the random KL co-
efficients and consequently exploit the performance of the
MMSE channel estimator based on the evaluation of mini-
mum Bayesian MSE. The effect of a modeling mismatch on
the estimator performance is also analyzed.

The last six papers are concerned with the applications
of general signal processing techniques on channel equal-
ization, blind multiuser detection, direction-of-arrival esti-
mation, and wideband CDMA systems. In the invited pa-
per by H. Li and Poor, “Impact of channel estimation er-
rors on multiuser detection via the replica method”, system
performance is obtained in the large system limit for opti-
mal MUD, linear MUD, and turbo MUD, and is validated
by numerical results for finite systems. The paper by Lu et
al., entitled “Factor-graph-based soft self-iterative equalizer
for multipath channels,” considers factor-graph-based soft
self-iterative equalization in wirelessmultipath channels. The
performance of the considered self-iterative equalizer is an-
alyzed in both single-antenna and multiple-antenna multi-
path channels. It is concluded that when factor graphs of
multipath channels have no cycles or mild cycle conditions,
the considered self-iterative equalizer can converge to op-
timum performance after a few iterations; but it may suf-
fer local convergence in channels with severe cycle condi-
tions. In the third paper, “Estimation of directions of ar-
rival by matching pursuit (EDAMP)” by Karabulut et al., a
novel system architecture is proposed that employs a match-
ing pursuit-based basis selection algorithm for directions-
of-arrival estimation. The proposed system does not require
a priori knowledge of the number of angles to be resolved
and uses a very small number of snapshots for convergence.
The performance of the algorithm is not affected by cor-
relation in the input signals. The algorithm is compared
with well-known directions-of-arrival estimation methods
with different branch-SNR levels, correlation levels, and

different angle-of-arrival separations. The fourth paper by
T. Li et al., “Blind multiuser detection for long-code CDMA
systems with transmission-induced cyclostationarity,” con-
siders blind channel identification and signal separation in
long-code CDMA systems. A long-code CDMA system is
characterized using a time-invariant system model. Then a
multistep linear prediction method is used to reduce the
intersymbol interference introduced by multipath propaga-
tion, and channel estimation then follows by utilizing the
nonconstant modulus precoding technique with or without
the matrix-pencil approach. After channel estimation, equal-
ization is carried out using a cyclicWiener filter. Finally, since
chip-level equalization is performed, the proposed approach
can readily be extended to multirate cases, either with mul-
ticode or variable spreading factor. The fifth paper, “Adap-
tive space-time-spreading-assisted wideband CDMA systems
communicating over dispersive Nakagami-m fading chan-
nels” by L.-L Yang and Hanzo, investigates the performance
of wideband code-division multiple-access (W-CDMA) sys-
tems using space-time-spreading (STS)-based transmit di-
versity, when frequency-selective Nakagami-m fading chan-
nels, multiuser interference, and background noise are con-
sidered. The analysis and numerical results suggest that the
achievable diversity order is the product of the frequency-
selective diversity order and the transmit diversity order. Fur-
thermore, both the transmit diversity and the frequency-
selective diversity have the same order of importance. Taking
several facts into account, an adaptive STS-based transmis-
sion scheme is then proposed for improving the throughput
of W-CDMA systems. The numerical results demonstrate
that this adaptive STS-based transmission scheme is capable
of significantly improving the effective throughput and the
bit rate of W-CDMA systems. The last paper, “Opportunis-
tic carrier sensing for energy-efficient information retrieval
in sensor networks,” is an invited paper by Zhao and Tong
which is concerned with sensor networks. The authors con-
sider distributed information retrieval for sensor networks
with cluster heads or mobile access points. A distributed op-
portunistic transmission protocol is proposed using a com-
bination of carrier sensing and backoff strategy that incorpo-
rates channel state information of individual sensors.
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Erdal Panayırcı received the Diploma En-
gineering degree in electrical engineering
from Istanbul Technical University, Istan-
bul, Turkey, in 1964, and the Ph.D. degree
in electrical engineering and system sci-
ence from Michigan State University, USA,
in 1970. Between 1970–2000, he was with
the Faculty of Electrical and Electronics
Engineering, Istanbul Technical University,
where he was a Professor and Head of
the Telecommunications Chair. Currently, he is a Professor and



82 EURASIP Journal on Wireless Communications and Networking

Head of the Electronics Engineering Department, IŞIK University,
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Peskin Award from Stevens Institute of Technology as well as the
Professor Nazim Terzioglu Award from the Research Fund of Istan-
bul University. He is a Member of IEEE and Sigma Xi.


